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Tenneco Oil — ] - o
Exploration and Production |

A Tenneco Company
Rocky Mountain Division

Penthouse

720 South Colorado Bivd.
Denver, Colorado 80222
(303) 758-7130

September 4, 1980

Mr. E4 Guynn

U.S. Geological Survey

2000 Administration Bldg.

1745 West, 1700 South

Ssalt Lake City, Utah 84138

Re: fTenneco USA 15-7

1700 FNL, 1700 FEL
Sec. 15, T18S, R22E
Grand County, Utah

Gentlemen:
Pursuant to NTL-6 Part II A, a preliminary environmental review is requested
prior to the entry on the ground for the purpose of staking the referenced

location, access road, and other surface use areas.

Please notify us at your earliest convenience of the status of approval.

Yours very truly,

TENNECO OIL COMPANY -

staff Production Analyst

MLF/pms
Enclosure

cc: Bureau of Land Management
P.0. Box M
Moab, Utah 84532

LTOEP 103A 12 78



IN REPLY REFER TO

United States Department of the Irterior %502 03)

BUREAU OF LAND MANAGEMENT
Moab District
Grand Rasource Area
P.0. Box M
Moab, Utah 84532

Sept. 16, 1980

Mr. Lee Freeman

Tenneco 0i1l

Penthouse

720 South Colorado Blvd.
Denver, Co 80222

Reference: Staking Request (PER)

Well: 15-7

Section 15, T. 18 S., R. 22 E.

Grand County, Utah
Dear Mr. Freeman: '
This office has no objections to staking the above referenced locations.
Would you include your bond number when submitting your application to
drill. In addition you should be knowledgeable that Grand County requires
a permit if you plan to use a ~ounty road as a portion of your access
road. You should contact the County Road Supervisor. You should be
knowledgable that the location js within a proposed wilderness study
area (100 B, Diamond Canyon). An archaeolgical clearance must be obtained

after staking the site(s).

Sincerely yours,

Jile b & Lt i lhn

—
”

cx:

C. Delano Backus /7;
Area Manager

/

cc:
Grand County Road Supervisor TR e e,

E e ‘
dalaall’

P 181989
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SUEMIT IN TRIFLICATE®

t'orm %-331C

(May 13 (Other instru~ " ~as ob

rcverne !
—’

U TED STATES
DEPARTME=T OF THE INTERIOR

GEOLOGICAL SURVEY

Form spproved.
Budget lureau No. 42-R1425

5. LLASL PESIGNATION ANL RELIAL NO

Ul4078

APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG BACK

1a. TTYPE OF WORK
DRILL (B DEEPEN [J PLUG BACK [J
b. TSPE OF WELL
oL cAB8 BINGLE MULTIPLE
wELL WELL OTHER ZONE LONE

G. IF INDIAN, ALLOTTLE Ok JLILE NAME

7. UNIT AGLELMENT NAMEK

2. NAME OF OLEATOR
Tenneco 0il Company

§. FARM OR LIASE NaAME

Tenneco USA

3. ADDLESE OF OPERATOR

720 So. Colorado Blvd., Denver, Colorado 80222

9. WELL No.

15-7

4. Locnlo.\: or WELL (Report lucation clcarly and in accordance with any State requircients.®)
At surface
1898.8 FNL, 1602.9 FEL SW/ ,UE

At proposed prod. zone

10.,1"%1’ 3 , OB WILDCAT
Test

311. SEC., T., B., M., Ol BLE.
AND EURVEY OR AREA

Sec. 15, T18S, R22E

14. DISTANCE IN MILEE AND DIRECTION FROM NEAREST TOWN OR J'OUST OFFICE®

See Exhibit IV

13. ETATE
Utah

12. COUNTY OR PARISB
Grand

10, DISTANCE FEOM PROPUSED® 16, NO. OF ACRES IX LEASE 17. NO. OF ACRES ASSIGNED
LOCATION TO NEAREST TO THIS WELL
PROFERTY OB LEASE LINE, FT. .
(Also to pearest drig. unit line, if any) 1602.9" 640 360 unit well
16 DISTANCE TEOM IROTOSCD LOCATION® 19. FROPOSED DEPTH 20. ROTAET OR CABLE TOOLS
T0 NLCAREST WELL, DRILLING, COMPLETED, t a
On APFLICD FOR, ON THIS LTASE, FT. 7200" EM& Rotary
21. ELEVATIONS (Show whether DF, RT, GR, etc.) 22, ATFROX. DATE WOHK WILL BTART®
6125 GR October 1980
23. PROPOSED CASING AND CEMENTING PROGRAM

SETTING DETTH

QUANTITY OF CEMENT

S12C OF AOLE RIZE OF CASING WEIGHT FELL FOOT
8 3/4" 7" new 23# K55 +3300' Circulate to surface
6 1/4" 4 1/2" new 10.5# K55 +7200" Cover all productive zones.

Set 1-3 joints 9 5/8" as conductor.

The preliminary environmental review is attached.

Archaeology had been done.
APPROVED BY THE DIVISION
OF OIL, GAS, AND MINING
DATE: /0//{/5’ a
BY:

IN ABOVE SPACE DESCRIBE PROTOSED PROGRAM: 1f proposal isg eepen or piv
zope. If proposal is to drill or deepen directionally, give pe

preventer program, if any. =

ent data on subsurface locations and measured and true vertical depths.

¢ back, give data on prerent productive zone and proposed new productive

Give blowout

staff Production Analyst

September 25, 1980

24.
SIGNED %j @‘{lé
/

TITLE DATE
M, L. rreendn
(This space for Federal or State office use)
PERMIT NO. APPROVAL DATE
APPROVED BY TITLE DATE

CONDITIONS OF APPROVAL, IF ANY ?

*Sce lastiuctions On Reverse Side
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TENNECO OIL COMPANY - 10 POINT PLAN

The qeological name of the surface formation: Mesa Verde
Estimated Formation Tops:

(See Attached Drilling Procedur:2)
Proposed Casing Program:
(See Attached Drilling Procedure)

Blowout Preventors:

Hydraulic double ram. One set of rams will be provided each size drill pipe
in the hole. One set of blind rams at all times. Fill line will be 2",
kill line will be 2", choke relief l1ine will be 2". BOP's, drills and tests
will be recorded in the driller's log. BOP will be tested every 24 hours
and recorded in IADC Log.

Mud Program: (Sufficient quantity of mud and weight material will be available
on location).

(Ssee Attached Drilling Procedure.

Auxiliary Equipment:

a. Kelly cock will be in use at all times.

b. Stabbing valve to fit drill. pipe will be present on floor at all times.

c. Mud monitoring will be visual. No abnormal pressures are anticipated.

d. Floats at bits.

e. Drill string safety valve(s) to fit all pipe in drill string will be main-
tained on the rig floor while drilling operations are in progress.

Coring, Logging, and Testing Program:

(See Attached Drilling Procedure)

No abnormal pressures, temperatures or potential hazards such as HZS are ex-
pected to be encountered.

The drilling of this well will start approximately ( October 1980) and
continue for 10 to 12 days.

Your office will be notified of spudding in sufficient time to witness
cementing operations. Immedizte notice will be given on blowouts, fires,
spills, and accidents involving life threatening injuries or loss of life.
Prior approval will be obtained before appreciably changing drilling program
or commencing plugging operations, plug back work, casing repair work or

corrective cementing operations.
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TENMECO CIL COMPANY
ROCKY MOUNTAIN DIVISION
'PENTHOUSE, 720 SOUTH COLORADO BOULEVARD
' DENVER, COLORADO 80222

DRILLING PROCEDURE

DATE: Septemper 4, 1980
LEASE: Tenneco USA

LOCATION: 1899.8 FNL, 1602.9 FEL
Section 15, T. 18S, R. 22E
Grand County, Utah

ELEVATION: 6145
TOTAL DEPTH: 7200

PROJECTED HORIZON: Entrada

SUBMITTED BY: Bruce Ladd

APPROVED BY:__ ,@/mx—-—/

CC: Administration
DSB Well File
Field File

WELL NO.: 15-7

FIELD: Diamond Canyon II

DATE:

DATE:

September 4, 1980




ESTIMATED FORMATION TOPS

Mesa Verde Surface

Mancos 2745

Castlegate 3045 (Water or Gas)
Frontier ‘8895

Dakota Silt 6125

Dakota 6270 (Gas)

Morrison 6420 (Water or Gas)
Salt Wash 6660 (Water or Gas)
Entrada 7045 (Water or Gas)
T.D. 7175

2/5



p”lLLING, CASIING, AND CERZNT PRQ;R@&
et ' -

MIRURT.

Set 1-3 Jts. of 9 5/8" casing as neaded to be used as conductor pipe.
Install casing head and nipple up rotating head and blooie line.
DriT1 8 3/4" hole to 3300° or through the Castleaste Formatfon.

Run 7", 23%, K-55, ST&C surface casing to T.D.  Cement with sufiicient

volume to circulate cement to the surface.

WOC. HNipple up BOP's, rotating head, choke manifold, etc. Pressure test
BOP's, manifold, etc. to 1000 psi for 15 minutes.

TIH and displace water in casing with air. Drill out shoe and dry up hole.
Drill 6 1/4" hole to T.D.
Log well as per G. E. Departmerit recomnendations.

If well is productive, run 4 1/2%, 10.5%, K-55, ST&C casing to T.D. Cement
with sufficient volume to cover &ll possible productive zones.

If the well is non-productive, P & A as per Regulatory Agency Specifications.

CASING PROSRAM

CONDUCTOR: : 30' to 125" as needed. 9 5/8", 36%, K-55, ST&C.
SURFACE: | 330" +. T". 23%, K-55, ST&C
PRODUCT I0N: 3200' » 4 1/2", 10.5%, K-55, ST&C
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pun PROZRAM

e e e s
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Anticipate drilling entire hole with air.
In the event liquids are encountered, mist drilling «ill be attempted.
Shou]d mist drilling be unsuccessful, the hole will have to be mudded up.

Also, if gas is encountered in sufficient volune to compromise the safety
* of the operations, mudding up will be reguired. : _

1f mudding up is necessary, the following guicelines should be followzd.

(1) Weight + 9.0 ppg. (2) Vis. as neaded to clean role. (3) W.L. 10cc

or less. :

EVALUATION

Cores and DST's: No cores or DST's are anticipated.

pDeviation Surveys:

0- 3300' 2 1/20 ) Surveys to be run every 500" or on trips, whichever comes
3300 7200 50 ) first. Record surveys on IADC Dr11g1ng Report Sheet.
: Maximum allowable deviations: (1) 1 chgnge per 100' intervals

(2) 2 1/2° at surface casing

sgtting depth.

(3) 5~ at T.D.
In the event that the maximum allowable deviations are exceeded, the Denver
Office of Tenneco 0il Company will be notified immediately.

Samg\es: NONE.

Logs:
SNP/GR FDL/CHL ) .
FDC/GR ; Air drilled. DIL/LL vi’3P lud Drilled.
DIL

BLOWOUT EQUIPHMENT

Double ram hydraulic with pipe and blind rams operatzd by an accumulator.

Rotating head on air/mist holes.

Preventors must be checked for operation every 24 hours. This check
MUST BE RECORDED on the IADC Dri]]ing Report Shzet.

-0



REPORTS

Drilling reports for the past 24 hours will jnclude depth, footage, time
distribution, activity breakdown, mud properties, bit record, bottom hole
assembly, daily and cumulative mud costs, plus any other pertinent inform-
ation, will be called into Tenneco 0i1 Company, Denver, Colorado, between
7:30 a.m. and 8:00 a.m.

303-758-7130 (Office) Don Barnes

303-758-7287. (0Office) Don Barnes' private line, Monday-Friday (before 7:45 a.m.)
303-936-0704 (Home) Don Barnes, weekends and holidays.

John Owen (Home) 303-795-0221

‘The yellow sheet of the IADC Report is to be filled out compietely. The
original copy of the drilling time recorder, and copies of any invoices

from this well, signed and received for Tenneco 0i1 Company, will be mailed
daily to:
TENNECO OIL COMPANY
ROCKY MOUNTAIN DIVISION
PENTHOUSE, 720 SOUTH COLORADO BOULEVARD
DENVER, COLORADO 80222

ATTENTION: Drilling Department

IN CASE OF EMERGENCY, NOTIFY THE FOLLOWING:
Mr. Don Barnes, Division Drilling Engineer.
Mr. John W. Owen, Project Drilling Engineer.

Mr. Mike Lacey, Division Production Manager (Home 303-979-0509).
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: R PIPE RAMa | T -
: Optional
| Arrungement
: R BLIND RA!\@
|
—_

Check Gaote or
valve bali
valve

Kill line from mud pump

/
& _ — — “Line between well and
worntQ&— Thoke manitold to be welded
<o va\'/ ond flanged connections.
-
//
/'/
/

Adjustcble Choke 2"
—)/ ——» To octive mud pits.

//

;" /
;. |
/ r

2" Gote or boll valve
/ Va 2" Gote or ball vatve

z |® M 2 J/ > To flare pit.

J/ /

From well '
F 2" Gafe or ball valve

2
l' 7‘,'——-» To flare pit.

Adjustable Choke CHOKE MANIFOLD

All equipment fo be 3,000 psi working pressure except as noted.
d Double ram type preventer with two sets of rams.

Single ram fype preventer with one set of roms.

Drilling spoc! with side outiet connections for choke and kill lines.

Annulor typ? blowout preventer.

PN

ARRANGEMENT B

TENNECO OIL COMPANY
ROCKY MOUNTAIN DIVISION

REQUIRED MINIMUM
BLOWOUT PREVENTER AND
CHOKE MANIFOLD

J. MAGILL 10-26-79 EVI



I. EXISTING ROADS

(a)

(b)

(c)

Proposed Well Site Location:

The proposed site as surveyed is located 1898.8 FNL, 1602.9 FEL,
Sec. 15, T18s, R22E, Grand County, Utah.

See Exhibit I.

Planned Access Route: See Exhibits IV & V.

Access Road Labelled:

Color Code: Red - Improved surfaced roads
Blue - New access road to be constructed.

(d) Not applicable, the proposed well is a development well.

(e) The existing roads are show in ExhibitS v & V.

(£) Existing Road Maintenance or Improvement:
The existing road will require minor improvement. In addition,
this road, KEEHAXUBEHXEREXHEWXABEEBEXEBEES may require occasional
grading to return thke road surface to a cross section necessary
for propver drainage.

II1. PLANNED ACCESS ROUTE

(a)

Route Location - (See Exhibits IV & V.)

The planned new access route was selected to provide the shortest
distance to the well. site with acceptable grades from the main
connector road. Tenporary access will be built initially, if the
facility is productive, the temporary road will be improved as
follows:

(1) width:
The average dirt width will be twenty feet. The average
traveled surface width will be twenty feet. Road construc-
tion will be in accordance with typical roadways requested
by the U. S. Bareau of Land Management.

(2) Maximum Grades:
The maximum grade will be less than 8%.
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(3) Turnouts: Turnouts are not required

(4) Drainage Design:
Prior to construction of the new access road, the brush
and topsoil will be windrowed to each side of the align-
ment outside construction limits. The subgrade surface
will be a minimum elevation of one foot above ditch grade.
The road surface will be center crowned and the inslopes
will have a maximum slope of 3:1 and £il1l slopes will be
a maximum of 2:1.

(5) Culverts Use, Major Cuts and Fills: Culverts will be
placed as needed and suggested by the BLM.

Max: cut - | .
minor

Max: fill -_}

(6) Surfacing Material:

The proposed permanent access road will be constructed
with native material.

(7) Gates, Cattleguards, Fence Cuts:

Not needed

(8) New portion of road will be center flagged

III. LOCATION OF EXISTING WELLE

The proposed well is a development well. Exhibit VI shows existing
wells within a one mile radius.

A. Water Wells: N/A

B. Abandoned Wells: One

C. Temporarily Abandoned Wells: N/A
D. Disposal Wells N/A

E. Drilling Wells N/A

F. Producing Wells: SenoGskibokix N/A
G. Shut-In Wells: N/A

H. Injection Wells: N/A

I. Monitoring or Observation Wells: None.
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LOCATION OF EXISTING AND/OR_PROPOSED FACILITIES

A. Existing facilities within one mile owned or controlled
by lessee/Operator: Mone

(1)
(2)
(3)
(4)
(5)
(6)

Tank batteries - None
Production facilities - None
0il Gathering Lines - None
Gas Gathering Lines - None
Injection Lines - None
Disposal Lines - None

New Facilities in the Event of Production:

Plan

New facilities: well head, condensate tank, production
unit, meter house all on the disturbed area.

Dimension of the facilities are shown in Exhibits II & III.

Construction will be to strip the topsoil, level drilling
pad. Dehydrator pits will be constructed with soil materials
native to the sitz. Construction methods will be employed to
assume that no drainage flows are impounded to prevent the
joss of any hydrocarbon from the site. This is to be done

in a manner to facilitate rapid recovery and clean up.

Protective measures to protect wildlife and livestock:
Dehydrator pits shall be overhead flagged should any
hydrocarbon material be present on the surface. The dehy-
drator pits shall be fenced to prevent entry of livestock
or wildlife.

for rehabilitaticn of disturbed areas no longer needed for

operations after construction completed:

Upon

completion of well, areas required for continued use will

be graded to provide drainage and minimize erosion. Those areas
not required for continued usage will be graded to provide drainage

and minimize erosion.

Those areas unecessary for use will be graded

to blend with the surrounding topography. Topsoil will be replaced
on those areas and seeded according to BLM specifications.

LOCATION AND TYPE OF WATER SUPPLY

(a) The water source is not yet determined but will be from a legal
privage source.

(b) Water Transportation system: Water to be hauled in trucks from an
undetermined pick up point.

(c) Water Wells: None



VI.

VII.

o

SOURCE OF CONSTRUCTION MATERIALS

(a)

(b)

(c)
(d)

Materials:

Construction materials will consist of soil encountered with

the boundaries of the proposed site. Topsoil will be stripped

to a depth of six irches and stockpiled in an area that does

not interfear with operations.

Land Ownership:

The planned site and access roads lie on Federal land administered
by the United States Department of Interior, U.S. Bureau of Land
Management.

Materials Foreign to Site: NA

Access road shown undexr item II

METHODS OF HANDLING WASTE MATERIALS

(a)

(b)

(c)

(a)

(e)

(£)

Cuttings:

Will be contained within the limits of the reserve pit.

Drilling Fluids:

Will be retained in the reserve pit.

Produced Fluids:

No substantial amount of water is expected. The amount of hydro-
carbon that may be produced while treating will be retained in
the reserve pit. Previous to clean up operations the hydro-
carbon materials will be skimmed or removed as the situation
would dictate.

Sewage::

Sanitary facilities will consist of at least one chemical toilet.
Waste will be contained in a pit and backfilled immediately
following the drilling operations or removed by toilet supplier.

Garbage:

A burncage will be constructed and fenced with small mesh wire.
The small amount of refuse will be removed from the site.

Clean up of well site:

After drilling, the surface of the drill pad will be cleaned
and graded to accommodate a completion rig. The "mouse hole
and rat hole" will be backfilled to prevent injury and hazard
for livestock. Reserve pit will be fenced until dry and it can
be backfilled and restored to natural terrain.



VIII.

IX.

/5/

ANCILLARY FACILITIES

None required.

WELL SITE LAYOUT

1.
2.
3.

4.

See Exhibits
Location of pits: Exhibits IT & III
Rig Orientation: Exhibits II & III

Pits will be unlined, unless otherwise required.

PLANS FOR RESTORATION OF SURFACE

A.

C.

Reserve Pit Cleanup:

The pit will be fenced prior to rig release and shall be main-
tained until clean up. previous to backfill operation, any
hydrocarbon material on the pit surface will be removed. The
fluids and solids contained in the pit shall be backfilled with
soil excavated from the site and with soil adjacent to the
reserve pit. The restored surface of the reserve pit will be con-
toured to prevent impoundment of any drainage flows. The
gradient of the surface will be maintained to prevent sudden
acceleration of drainage flows which could cause continued
erosion of the surface. Following backfill completion, topsoil
removed from the disturbed areas will be replaced in a uniform
layer. The reserve pit wil® be seeded per Bureau of Land Manage-
ment ;ecomméndation during the appropriate season following

final restoration of the site.

Restoration Plans - Production Developed:

The reserve pit will be backfilled and restored as described
under Item A, In adldition, those disturbed areas not required
for production will be graded to blend with the surrounding
topography. Topsoil will be placed on these areas and seeded.
The portion of the drill pad required for production and turning
areas will be graded to minimize erosion and provide access to
production facilities under inclument conditions. Following
final improvement and surfacing of that portion of new access
road, the topsoil windrowed to each side of the alignment will
be placed on the cut slopes. Following depletion and abandon-
ment of the site, restoration procedures will be those that

follow under Item C.
Restoration Plans - No Production Developed:

Of course the reserve pit will be restored as described above.
with no production developed, the entire surface disturbed by
construction of the drilling pad will be restored to its
natural terrain and reseeded per Bureau of Land Management
requirements.



XI. OTHER INFORMATION

A. Surface Description:
The proposed site is located in Diamond Canyon in an area of gently

rolling to level topography. The drainage is south, southeasterly.
The soils are alluvial and sandy, sandy loam in composition supporting
grease wood, sage, thistle and native grasses.

B. Other Surface - Use Activities: The surface is federally owned

and managed by the BLM/USGS. The predominant surface use is
mineral exploration and production.

C. Proximity of Water, Dwelling, Historical Sites:

1. Water: No reservoirs are in the area but springs exist 1/2 mile
north and south of the site.
2. Occupied Dwellings: Not existing.

3. Historical Sites: An Archaeological Reconnissance has been
performed for this location and clearance has been granted.

XII. OPERATOR'S REPRESENTATIVE

Field Personnel who can be cantacted concerning compliance of this
surface Use Plan are as follows:

Donald Barnes M. L. Freeman

720 So. Colorado Blvd. 720 So. Colorado Blvd.

Denver, Colorado 80222 penver, Colorado 80222

Office: (303) 758-7130 Office: (303) 758-7130
Extension 212 Extension 280

XIII. CERTIFICATION

I hereby certify that I, or persons under my direct supervision, have
inspected the proposed drill site and access route; that I am familiar
with the conditions as they actually exist; that the statements made in
this plan are, to the best of my knowledge, true and correct; and that
the proposed work per formed by Tenneco 0il Company and its contractors
and sub-contractors will conform to this plan.

DATE: September 25, 1980

M. L. Freeman
staff Production Analyst



REFERENCE POINTS

200' NORTH EL. 6133
200' SOUTH EL. 6122
200' EAST EL. 6127

APPROXIMATE
EARTHWORK VOLUMES

CUT = 5300 Cu.Yds.
FiILL= 500 Cu. Yds.
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*% FILE NOTATIONS **

DATE:__ 0 4nlien. 1O 1950 |
OPERATOR: - ZerLno il O (o

WELL No:_ {54 /57
Location: Sec. /5 T. /8BS R. _Q2FE county: Grond

File Prepared: g Entered on N.1.D: U
Card Indexed: E Completion Sheet: D
APT Number__43-0/9~ 307 25

CHECKED BY:

Petroleum Engineer:

(2]
Director: 0/<0 5(

Administrative Aide:

APPROVAL LETTER:

Bond Required: f / Swiwey PLat Required: D
. Onder NoT o 0.k Rute ¢-3 /7"

Rule C-3(c), Topo hic Exception - company owns or controls acreage
(Hin a 660" rnadiuws of proposed site

" Lease Designation @, i‘/ Plotted on Map,

Approval. Letten Wrnitten B
Hoxt Léne& P.1. f 535

Y



October 17, 1980

Tenneco 0il Company
720 So. Colorado Blvd.
Denver, Colorado 80222

Re: Well No. USA 15-7
Sec., 15, T. 18S, R. 22E
Grand County, Utah

Insofar as this office is concerned, approval to drill the above
referred to gas well on said unorthodox location is hereby granted in
accordance with Rule C-3(¢), General Rules and Regulations and Rules of
Practice and Procedure.

Should you determine that it will be necessary to plug and abandon
this well, you are hereby requested to immediately notify the following:

MICHAEL T. MINDER - Petroleum Engineer
Office: 533-5771
Home: 876-3001

Enclosed please find Form OGC-8-X, which is to be completed whether
or not water sands (acquifers) are encountered during drilling. Your
cooperation in completing this form will be appreciated.

Further, it is requested that this Division be notified within 24 hours
after drilling operations commence, and that the drilling contractor and
rig number be identified.

The API number assigned to this well is 43-019-30728.
Sincerely,
DIVISION OF OIL, GAS, AND MINING
//4
Cleon B Feight
Director

/ka
cc:  USGS



B O N LA TP

Vet “-531C

(May 1w3) {((Mbher Instroctions on

v va T i seg.
nuu;«-l luunu No. 42-R142

- ll"l'TED STA-[_ES revers -'de)

DEPARTM_.T OF THE INTERIOR .
GEOLOGICAL SURVEY

O. LLASE DENICNATION ANDL RELIAL NO.

U14078

APPLICATION FOR PERMIT TO DRILL,, DEEPEN, OR PLUG BACK

G. IF INDIAN, ALLOTTLE OL TLIBE NaME'

la. TITEOF WORK 7. UNIT AGLLCLMENT NAM
DRILL [H DEEPEN [ PLUG BACK O |** T maue
b. TYFE OF WELL
SINGLE MULTIPLE - :
SELL SrLL OTRER ZONE ZONE 8. FAERM OR LEASE NAME

2. NAME OF OI'ERATOR
Tenneco 0il Company

Tenneco USA
9. WELL NoO.

8. ADDLESE OF OTERATOR

. 720 So. Colorado Blvd., Denver, Colorado 80222

15-7

10. FIELD AND POOL, OR WILDCAT

4. Loca110N or wWELL (Report Jocation clcarly and in nccordance with any State requircmncents.®)

At surface 189878 FNIL, 1602.9 FEL .

. § »
At proposed {"&?-910“' Lo W m MM %/

Entrada Test

11, SEC., T., K., M., OB BLK.
AND BURVEY OR AREA

Sec. 15, T18S, R22E

14. DISTANCE 3N MILES AND DJRECTION FROM l\nnzs’x‘ TOWN OR IOST O¥FICE®

See Exhibit IV

12. COUNTY OR PARISB | 13. STATE

Grand Utah

10. LISTANCE FEROM PROPUSED® 16. XO. OF ACRES IN LEASE 17. NO. OF ACRES ASEBIGNED

LOCATION TO NEAREST

FROPERTY OR LEASE LINE, F ;
(Also to mearest drlg. unit llne. if any) 1602.9' 640

TO TH1S WELL

360 unit well

18. DISTANCE rroM I'ROIOSED LOCATION® . 19. I'ROrOSED DEPTH 20. ROTARY OR CABLE TOOLS
TO NLCAREST WELL, DRILLING, COMPLETED,
OR APPLICD FOR, ON THIS LLASE, FT. 7200° Rotary

21. ELEVATIONS (Show whether DF, RT, GR, ete.)

22, APPROX. DATE WORK WILL ETART®

October 1980

6125 GR
23. PROPOSED CASING AND CEMENTING PROGRAM
S1ZE OF HOLE S1ZE OF CASING WEIGHT I'Ell FOOT SETTING DEFTH QUANTITY OF CEMENT
8 3/4™ . 7" new ‘ 23# X55 . +3300°" Circulate to surface
6 1/4" 4 1/2" new 10.5# K55 +7200° Cover all productive zones.

t
i

Set 1-3 joints 9 5/8" as cohductor.

The preliminary environmental review is attached.

\

Archaeology had been done. -

DIVISION OF
OIL, GAS & MINING

IN ABOYE SPACE D:sbnm: PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present i)roducﬂve zone and proposed new productive

zopne. 1If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and
preventer program, if any.

measured and true vertical depthg. Give blowont

24,

M. L. Frecmar

SIGNED 4/4?a?Eaiféé;y/~**“ﬂﬂ/*f——~"' nre. Staff Production Analyst . DutSeptember 25, 1980

(This space for Federal or State office use)

PERMIT NO. APPROVAL DATE

" JAN 0 71981

E. W. GUYNN )
APPROVED BY W TITLE FOR DISTRICT ,ENG|NEER DATE

CONDITIONS OF APPROVAL, IF ANY ?

CONDITIONS CF APPROVAL ATTACHED FLARING OR VENTING 6?

NOTICE OF APPROVAL” TQQRERARRS ROEX sue

ot it A

GAS IS SUBJECT TO NTL 4-A
DATED 1/1/80
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,‘\i.,‘;" "&~ - ’ ,\':‘ .
NS ARMSTRONG ENGINEERS and ASSOCIATES, INC.

INGINEERING o SURVEYING  SOILS AND CONCRLTE TFSTING

851 ROOD AVENUE  GRAND JUNCTION, COLORADO 8150!
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002-31

Identification No.

United States Department of the Interior -
Geological Survey '
0i1 and Gas Operations ot
2000 Administration Building
1745 West 1700 South
5alt Lake City, Utah 84104

NEPA CATEGORICAL EXCLUSION REVIEW

PROJECT IDENTIFICATION
Operator/Project Name Tenneco USA  15-7

Project Type WILDCAT GAS TEST (UNIT OBLIGATION WELL) -
Project Location 1893.3'FNL, 1602.9'FEL,SEC 15, T13s, rZ%, Granp Co.,UtAH

OcTorer 1,1930

Date Project Submitted

FIELD INSPECTION Date  Movewmer 6, 1930

Field Inspection

Participants Bor MisHLER -TENNECO

BitL AND MIKE BuniGeR- DirT CONTRACTORS

FimMer Duncan- BIM
GLEnN DovLe - USGS

I have reviewed the proposal in accordance with the categorical exclusic
review quidelines. This proposal would not involve any significant effe
and, therefore, does not represent an exception to the categorical exclu

N Llln Bl

Date Prepared Y Environmental Scientfft
I concur
A A R —~——

Date District Supervisor



Criteria
516 DM 2.3.A

CATEGORICAL EXCLUSION REVIEW INFORMATION SOURCE

Federal/State Agency

Corre-
spondence
(date)

Phone
check

(date)

Meeting

(date)

Local and
priv%te
corre~

spordence
(date)

Other
studies
Previous ard Staff
NEPA reports expartise

Ongite
inspect ion
(date)

Other

Public health
and safety

1,2

11/6/80

Unique charac—
teristics

1.2

Eravicoomentally
controversial

1,2

Uncertain ard
unknown risks

Establishes
precedents

1,2

Cunulatively
significant

National Register
historic places

1-11/29/

Endangeced/
threatened species.

1-11/29/&0

Violste Federal,
Scate, local,
tribal low

SITE- SPECIFIC STIPULATIONS ATTACHED




8/80

- COMMON REFERENCE-LIST

NEPA Categorical Exclusion Review

)

SMA Input

Reviews, reports, or information received from Geological Survey
(co, GD, WRD, TD). :

Lease Stipulations/Terms
Application to Drill
Operator corresponderice
Field observation

Private Rehabilitation Agreement



Tenneco 15

SITE - SPECIFIC STIPULATIONS
1 RoTATE THE LOCATION U45° CLOCKWISE IN ORDER TO REDUCE CUTS AND FILLS.

2) FENCE THE RESERVE PIT IN THREE SIDES PRIOR TI DRILLING AND ON THE FOURTH SIDE ONCI
RIG MOVES OFF,




uso 3110-3 ' — X : —
2f70 ¢

. 3110
U- 14078 -

STIPULATION
As to lands administercd by the Bureau of Land Hénangent under the
above oi) and gas lease, the lessee hereby agrces that the following
stipulations are by this reference incorporated as tecrms and conditions

of said leasc: . : ) ' .

Lessee shall submit in writing to the Burecau of Land Management District -
Manager of the district in which the land is located for advance written
approval by that office, a detailed plan of operation respecting any
operatjon which will, or vhich may, result in damage to property or

land or scarring of the land surface, or induce erosion, including

any planned use of bulldozers, earth moving equipment or similar mobile
equipment. Said operations include, but are not limited to, exploratory
drilling, the construction of access roads, and the conduct of seismo-
graphic explorations, The said operations will be conducted only to the
extent so approved in writing by the District }anager. . f'

S THE 170077 SRTIATS, NG

li-n.,_l “_JL « .OG.

: DERVER, VJ_U.'< 20 62202

-. : %/_,/{.m /44///«/L¢4M ..

T oL S T ) Lessec . V/ o .




e -t
IN REPLY REFER TO

United States Department of the Interior -‘(5&0203)
BUREAU CF LAND MANAGEMENT
Moab District
Grand Resource Area
P, 0. Box M
Moab, Utah 84532

November 26, 1980

Memorandum

To: 0i1 & Gas Office
U.S.G6.S. Conservation Jivision
P, 0. Box 3768
Grand Junction, Colo. 81502

From: Acting Area Manager, Grand

Subject: Tenneco 0il Company
Tenneco USA 15-7, Leasz #U-14078
SW/NE Section 15 T. 18 S, R. 22 E., SLB & M
Grand County, Utah

On November 6, 1980 a representative from this office met with Glenn
Doyle, USGS, and Bob Mishler ageat of the Tenneco 0il Co. for an
inspection of the above referencad location. Subject to the attached
conditions, and written approval from USGS, I am approving the surface
management portion of the Application for Permit to Drill.

The archaeological requirement has been fulfilled on this location.
No threatened or endangered flora or fauna are indicated in the area.

Please forward the enclosed information to Tenneco Oil Company.

AN . St [Rhee

Enclosures: (3)

1-Reclamation Procedures
2-Seed Mixture

3-Suggested Colors-Facilities

@9 nov Read



STANDARD STIPULATIONS FOR OIL & GAS EXPLORATION

Contact this office at least 24 hours prior to beginning construction
of access road and pad.

Stockpile the surface twelve inches of topsoil in a wind-row on the
North End of the location.

The upper banks (uphill side) of all cuts will be rounded during con-
struction of the access road and pad.

Notify the BLM District Archaeologist if cultural material from sub-
surface deposits is exposed during the operation. ‘

The trash cage will be at the location and fenced with fine mesh wire
during drilling operations.

The "blooey" 1ine will be centered and directed into the pit.

If production is obtained, all production facilities will be painted.
(See attached Tist of suggested colors to paint facilities).

Rehabilitation of the site and access road will be accomplished in
accordance with the enclosed restoration procedures.

Production facilities and pipeline route are approved on this Tlocation
under lease rights.

As agreed upon at the pre-drill field examination:

Access-

1) A temporary road will be constructed from Tenneco well
#15-15 in Diamond Canyon (SW/SE Section 15 18-22) to well

#15-7 in Diamond Canyon (SW/NE Section 15 18-22) to get the
drilling rig to locat‘on. This access will follow the existing
jeep trail in the canyon, disturbing the surface as little as
possible, and constructing Tow water crossings in each drainage.

2)  Maximum travel surface will be sixteen feet wide, total
disturbance, or maximum width of twenty feet.

3)  Topsoils removed from the road surface will be windrowed
along the east side.

Well Location-

1) Rotate the well layout 45 degrees clockwise to reduce the
thirteen feet cut in the North West corner. :

2) Location access will be from the South End.



1.

RECLAMATION PROCEDURES IN GRAND RESOURCE AREA
Disk or rip pads and access roads;
a. Overlap passes in order to insure complete treatment.
Contour pads and access roads.
a. Lay berms into centers.
b. Use cut material for fill areas.
c. Lay stockpiled surface soil over top of pads and spread evenly.

d. On highly erosive soils, it may be more beneficial to grade slopes
to reduce steepness.

e. Do not smooth pads out,'leave a roughened surface. On steeper
slopes and slopes with clayey soils, scarify or serrate the ground in
order to increase water infiltration and reduce erosion. B
Water bar roads where required by the BLM.

* 2% Grade - 200 ft. intervals

2-4% Grade - 100 ft. intervals
4-5% Grade - 75 ft. intervals
5% Grade - 50 ft. intervals

* Actual spacing may vary eccording to soil stability. Lighter
textured soils will require more frequent water bars. When natural
drainage ways are present, water bars will be constructed to make
maximum use of them. Plan operations so that natural drainage ways do
not become blocked. ’ : ‘

Seed roads and pads in the fall (October through mid-December).



Sead Mixture

Species 1bs/acre
Grasses

Oryzopsis hymenoides Indian rice grass 1
Hilaria jamesii Curley grass 1
Forbs

Sphaeralcea coccinia Globe mallow 1
Browse

Atriplex canescens 4-wing salt bush 1
Ceretoides lanata Winter fat ]

1) Inform this office prior to beginning work.



United States Department of the Interior

BUREAU OF LAND MANAGEMENT

SUGGESTED CO_ORS TO PAINT OIL & GAS
PRODUCTION FACILITIES

Cisco Desert and Flats below the Bookcliffs:

Dynasty Green (Sears)
Tumbleweed | (Pratt & Lambert)
Desert Tah -------
Sage Gray - (Pratt & Lamberf)

Bookcliffs Region:

Sage Gray (Pratt & Lambert)
Sea Life (Pratt & Lambert)
Dynasty Green (Sears)

Similar hues other than the ones mentioned above must be
approved by the Grand Resource Area Manager.

IN XEPLY RLFLR TO



-«

Form 0GC-1b c - = SUBMIT * TRIPLICATE*

Oth tructions «
4»TATE OF UTAH ( \syehiructions on
DEPARTMENT OF NATURAIL RESOURCES v
DIVISION OF OIL, GAS, AND MINING 5. LEASE DESIGNATION AND SBRIAL NO.
11-14078

6. IF INDIAN, ALLOTTBS OR TRISE NAME

SUNDRY NOTICES AND REPORTS ON WELLS

(Do not use this form for grl?omll to drill or to deepen or plug back to a different reservoir.
Use “AP CATION FOR PERMIT-—" for such proposals.)

1. 7. UNIT AGREEMBNT NAMS
oIL GAS
wWaLL WELL OTHER
3. NAMBE OF OPERATOR 8. FARM OR LBASE NAMB
Tenneco 0Oil Company Tepneco USA
83, ADDRESS OF OPERATOR 9. WBLL XO.
P.0O. Box 3249, Englewood, CO 80155 15-7
4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.® 10. FIBLD AND POOL, OR WILDCAT
See also space 17 below.)
At surface
' ' 1i. sucC,, 7., 8., M., OR BLEK, AND
1899'FNL, 1602.9'FEL e o, 8
Sec 15, T18S, R22E
14, PERMIT NO. 15, BLBvATIONS (Show whether DF, T, OB, ete.) 12. COUNTY OR PARISH| 18. STATR
]
Ground 6125 Grand itah
1s. Check Appropnate Box To Indicate Nature of Notice, Report, or Other Data
NOTICE OF INTENTION TO: SUBSBQUENT REPORT OF !
TEST WATER SHUT-OFF PULL OR ALTER CASING , WATER SHUT-OFF REPAIRING WELL
FRACTURE TREAT MULTIPLE COMPLETE FRACTURE TREATMENT ALTERING CASING
S8HOOT OR ACIDIZE ABANDON® SHOOTING OR ACIDIZING ABANDONMENT®
REPAIR WELL CHANGE PLANS (Other) ]
(NoTE : Report results of multiple completion on Well
(Other) Completion or Recompletion Report and Log form.)

17. DESCRIBE PROPOSED OR COMILETED OPRRATIONS (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting an
proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones perti-
nent to this work.) ¢
Due to changes in our drilling schedule we were unable to spud this well
within 6 months of the approval data. We anticipate that this well will
be spudded during late April or May. We respectfully request a six
month extension of our approval to drill this well,

18. Jat

1 hereby certify /;ﬁ!
SIGNED l./‘
RLA. Mis

‘ TLE Sr. Production Analyst =~ DATB il 2 9

(This space for Federal or State office use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:
